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PROCEM AP/1 TRASPARENTE 

SECTOR 2, 3 

 

 

PROCEM AP/1 TRASPARENTE 
cod. 6382 M040 
 

IMPREGNANT CONSOLIDANT PRIMER BASED ON SOLVENT METHACRYLIC 

RESINS. 

 

 Good  penetration. 

 Fast curing. 

 Excellent resistance to atmospheric agents. 

 Waterproof and water vapor permeable. 

 Good resistance to penetration to grease and oils. 

 Applicabile from +5°C to + 35°C. 

 Operating temperature from -30°C to +80°C . 

 

 anti-dust treatment, wear resistant, oil proof for concrete floors. 

 Consolidating primer before applying PROCEM AP/1. 

 Impregnating for concrete surfaces powdery and porous with water-

proofing effect and weather protection. 
 

Ready to use product for application by brush, roller, airless spray on 

concrete surfaces sound, clean, dry. 

As a primer is applied by hand from 80-120 g/m² depending on the ab-

sorption of the support. 

As a protective transparent impregnating, is applied in two coats with a 

consumption of 100-150 g/m² depending on the absorption of the sup-

port. 

After use, wash the tools with DILUENTE 2. 

 

Color transparent  

Specific weight 0,93 ± 0,02 Kg/l 

Viscosity at 20°C 75 ± 15 mPa.s (speed 100 – rpm.1) 

Theoretical consumption 80-150 g/m²    

Hardening at 22°C, 50% 

RH 
- dry to the touch  30 minutes 

- overcoating  60 minutes 

- completely hardened 16 hours 

Adhesion to concrete 

ASTM D 4541 
> 2,5 MPa 

Storage If kept in the original sealed packs in a 

dry, protected place at temperatures of 

+5°C to +35°C, the product will keep for 

12 months. 

 

 

 

All data and prescription reported on the present data sheet are based on the best lab and practical 

experience and should anyhow be considered as indicative. Considering all different uses and the 

occurring of situations and conditions independent from MPM ( substrate, climate conditions, tech-

nical management etc. Those who intend to use the product should verify whether it is suitable for the 

specific conditions in which it will be applied before starting. MPM’s responsibility covers the quality 

and productions standards referring to the above listed data only. Data should also be verified for 

latest available version of data sheets which could be surpassed by a new version. Data may chan-

ge any time without  notice from MPM.  
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