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STARCEMENT  3/1 
cod. 6971 9006 

  9367 0000 
 

ADHESIVE AND SEALANT EPOXY  RESIN BASED WITH POLYAMINE AMIDE 

HARDENER. 

 

 

 

 

 

 

 

 

 Base and hardener for concrete. 

 Can be taken partially, in mixing ratio 1:1 by weight and by volume. 

 Soft and creamy consistence. 

 Very high thixotropic characteristics (can be applied in more than 3 

cm thick layers)  

 Capability to adhere and harden in case of slight moisture. 

 High mechanical characteristics. 

 Applicable from +5°C to +40°C substrate temperature. 

 Operating temperature from -25°C to +90°C. 

 

 

 Filling and sealing in concrete elements discontinuities; 

 Levelling and repairs; 

 Bonding: concrete to concrete, marble, stone, wood, neoprene and 

other materials (bars and lamina) 

 Bonding new concrete over old 

 

 

2 component compounds to be mixed prior to use. Prior to mixing the 

liquid components should be checked for being within the tempera-

ture range of 15-20 °C. 

Pour component B into component A, and mix for 1-2 minutes to create 

a homogenize mix, carefully do not to heat the mixture by over mixing 

or mixing at high speed. Once the mix has been reached a uniform 

grey colour application can commence. 

 

 

Substrates to be treated must be sound and clean and free from debris 

and dust, with a traction resistance to pull-off tests >1,5 MPa. Surfaces 

must be prepared according to their nature. 

In case of bonding on steel surfaces, sand blasted is needed to Sa 2 ½ 

except in the case of bars and tie rods. 

Lamina and other sheets materials needs rough surface to enhance 

the adhesion of STARCEMENT 385. 

 

 

Apply using  spatula or by injection. 

Cleaning of tools with DILUENTE 21 after use. 

 

Product  

Features 

Application  

Application Fields 

 

Mixing 

Substrate Prepa-

ration 
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Job-site conditions. 

Temperatures, atmospheric, safety and technical conditions should be 

thoroughly considered and checked before applications start every 

time and day. 

 

 

Colour and batches 

Different batches should be kept for use where direct colour compari-

son cannot effect the final result. Patching works done at a later date, 

could show a colour difference and should be considered with the cli-

ent before patching to avoid subsequent problems. Patch works should 

be done with no other batches than the one to be compared with. 

Eventually a part of material, batch by batch, should be kept aside for 

preventive caution. 

 

 

System appearance. 

Systems change slightly in color after some time. Aggregates included 

could show slightly after some time and due to very intensive use, This 

has no major effect on the performance and original texture of the 

floor. 

 

 

Cleaning 

The systems should be cleaned regularly in order to maintain the ex-

pected performance from the flooring systems in terms of durability, 

safety, appearance. Generally standard cleaning including typical 

chemicals used for cleaning floors frequently can be used. Contact 

Technical Assistance for specific information if in doubt. Small sample 

testing can be useful. 

A first thorough cleaning should be done after 3 days prior to final inten-

sive use.  

 

 

Maintenance 

Maintenance issues should be discussed with our Technical Assistance 

service. Advice and general durability parameters and preventive 

treatments is available to provide the expected long-life of the floor sys-

tem. 

  

 

Health and safety 

Please refer to MSDS Material  Safety data Sheets of the products part 

of the system to be applied. Before applications start make sure these 

documents are on site 

 

 

Technical Data Sheets 

Together with MSDS they should be on site. Last and up-dated versions 

are available at all times asking directly to main offices. Web site doc-

uments may have on-going up-dating issues. 

 

 

Technical assistance. 

Please contact our offices for any issue. 
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Colour Grey 

Specific weight 

UNI EN ISO 2811-1 

1,45  0,05 Kg/l 

Mixing ratio 1 : 1 by weight and by volume 

Pot life 22°C 

UNI EN ISO 9514  

55 minutes 

50 minutes (1000 g) 

20 minutes (5 Kg) 

Useful lifetime 

UNI EN ISO 9514 

 + 5°C, 150 minutes 

+20°C, 100 minutes 

+40°C,   40 minutes 

Hardening at 22°C,                  

50% R.H. 
- open time                                 5 hours 

- deep hardened                    10  hours 

- completely hardened             10 days 

Compressive 

strength  

UNI EN 12190 

53 ± 1 MPa 

 

Flexural strength   

UNI EN 12190 
23 ± 1 MPa 

Coefficient of ther-

mal expansion (lin-

ear) 

UNI EN 1770 

< 90 µm/m°C 

Shear strength 

UNI EN 12615 

> 8 MPa 

Adherence to con-

crete 

UNI EN 12636 

> 2800 N 

Adherence to con-

crete, water sensi-

bility 

UNI EN 12636 

> 3500 N 

Durability 

UNI EN 13733 

50 thermal cycles                           2,7 MPa 

50 hot/wet cycles, 6 months         2,6 MPa 

Linear shrinkage 

UNI EN 12617-1 

S1 =    0 mm/m 

S2 = 1,7 mm/m 

Adhesion to sand-

blasted steel 

 ASTM D 4541 

> 7 MPa 

 

Adhesion to con-

crete 

EN 13578 

> 3,5 MPa  

 

Storage 12 months from date of production if stored 

properly in original, unopened sealed packag-

ing, in a dry place at temperatures between 

+5°C and +35°C.  

 

Technical Data 
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1305 

MPM Srl - Via Adda, 15- 20090 Opera (MI) 

12 

1305-CPD-1103 

EN 1504-4 DoP 004 Product type 6738 

Products for protection and repair of concrete structures 4.3  

Compressive strength > 30 N/mm2 

Elastic modulus > 2.000 N/mm2 

Shear strength > 6 N/mm2 

Adhesion concrete-concrete Passed 

Useful lifetime 150' (+5°C), 100' (+20°C), 40' (35°C) 

Glass transition temperature ≥ 40°C 

Total shrinkage < 0,1% 

Sensibility to water Passed 

Durability Passed 

Thermal expansion coefficient < 100 x 10 -6 per °C 

Release of dangerous substances Hardened product does not release 

dangerous substances. 

Reaction to fire UR 

 

 

 

The data and prescriptions contained in this schedule, based on the best practical and laboratory 

experiences, are to be considered in any case indicative. Given the different conditions of use, and 

the intervention of factors independent of MPM (support, environmental conditions, technical direc-

tion of application, etc.) those intending to use the product are held to establish whether it is suitable 

or not for the intended use. Our guarantee extends only to the quality and consistency of the finished 

product with the data given above, and only for technical schedules bearing the stamp and coun-

tersignature of the personnel delegated by our offices. The customer is further held to verify that these 

values are valid for the product batch concerning him and have not be updated and/or substituted 

by subsequent issues and/or new formulations. The data contained may vary at any moment without 

any obligation on the part of MPM to give prior notice.  


