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3 COMPONENTS THIXOTROPIC EPOXY WATER BASED MORTAR WITH 
HYDRAULIC BINDERS AND SELECTED AGGREGATES 

 
 Adheres structurally to concrete, brick and stone materials, even when 

damp. 
 Thickness from 1,5 mm to 10 mm can be achieved in one or two 

applications. 
 Resists water back-pressure up to 7 bar. 
 Can be overcoated by products intolerant of humid substrates. 
 Waterproofs and protects the substrates treated from aggressive 

solutions. 
 Applicable from +5°C to +45°C with relative humidity of < 90% on the 

substrate. 
 Operating temperature from -35°C to +100°C. 

 
 Smoothening, waterproofing and protection of damaged and uneven 

concrete substrates with exposed inerts and reinforcement bars. 
 Smoothening  of sprayed concrete substrates. 
 Smoothening and anti-damp treatment of concrete, brick and 

stonework prior to plastering. 
 Repairs to damaged concrete floors. 
 Tank lining, basins, ducts and concrete tunnels for the collection and 

conveyance of water, and urban waste waters. 
 

Three component product (A, B and C), to be mixed as follows prior to 
use: 
- Mix A with B and dilute with 8-10% in weight of water, calculated for the 
total product. 
- Add powder C and mix with an agitator, cement mixer or planetary 
concrete mixer. 
The mortar obtained is applied by spraying, using equipment such as such 
as TURBOSOL or PUTZMEISTER. 
If trowelling operations are necessary, reduce the quantity of water to 
obtain the required consistency. In special cases, brush application is 
possible, by reducing the dilution. 
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Where necessary, the product may be smoothed over with a sponge 
trowel. Prior to treatment, the substrates should be cleaned with a high 
pressure water jet to obtain a well roughened support. 
The application may take place on dry or damp substrates, provided 
there is no free flowing water. Do not use in the presence of 
condensation and if there is the risk of rain. The tools used on the process 
should be carefully washed with water. 
DUROGLASS FU MALTA may be used alone or coated with epoxy or 
elastomer products. 

 
 
 

Colour grey 

Specific weight 2.0 ± 0.07 kg/l 

Pot life at 22°C 45 minutes 

Packaging Comp. A 1,68 kg 
Comp. B  1,12 kg 
Comp. C  25 kg 

Consumption  2.2 kg/𝑚 /mm 

Hardening at 22°C, 
RH 50% 

- Tack free 4 hours 

- insensitive to rain 5 hours 

- over-application 72 hours minimum 

- completely hardened 28 days 

Adhesion to 
ASTM D 4541* concrete 

> 3 MPa or break of concrete. 

UNI EN 196-1 compres- 
sion resistance 

55 ± 2 MPa 

UNI EN 196-1 flexion re- 
sistance* 

12 ± 1 MPa 

UNI 9177 fire reaction Class 1 

Storage In the original sealed packs kept in a dry 
protected place at temperatures from +5°C 
to +35°C, the product can be kept for 12 
months. Avoid contact with frost. 

 

 
 
 

* Samples seasoned for 72 in moulds and 25 days in air at 22°C, RH 60%. 
 

The figures and information contained in this schedule are based on the best practical experience 
and laboratory testing, but should be regarded as guidelines only. Taking the conditions of use and 
factors outside the control of MPM into account (type of support, weather conditions, laying methods, 
etc), the customer should check to ensure that the product is suitable for the type of use before 
proceeding. Our guarantee is limited to the quality and consistency of the finished product on the basis 
of the information set out above, and provided the technical schedules are stamped and signed by 
our authorized representative. The customer should also ensure that the information is valid for the 
batch of product to be used, and that this has not been rendered obsolete by later editions or the 
introduction of new formulations. The information set out above is subject to alteration by MPM without 
notice. 
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